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TEH TEH-2
TEH CONNECTION POSITIONS

The TEH type comes with 4 standard '/,” connections. These 4 connections can be used as follows:
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68/86 57/75* 67*

85*
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In addition, for the TEH model, there are several special connections available for an additional cost:
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H-110 12 34 H-110
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OPERATING PRESSURE

Maximum operating pressure: 10 bar

or

Length
inmm

398 (40)

542 (55)

686 (70)

or

Length
in mm

398 (40)
542 (55)

686 (70)

M = Model

Length
inmm

398 (40)
542 (55)

686 (70)

Output Output
55/45/20  75/65/20

178 344
250 482

321 620

TEH150
1530
98
1,29

M = Model

Output Output
55/45/20  75/65/20

268 517
375 723

502 929

TEH200
2030
98
1,29

L = Length in mm

Output Output
55/45/20  75/65/20

357 689
499 964
642 1239

D = Depth in mm

TEH100 TEH100-2
1030 1030
98 980
1,29 1,29
M = Model L = Length in mm

Output Output
55/45/20  75/65/20

317 612
429 829

547 1056

TEH150-2
1530
98
129

L = Length in mm

Output Output
55/45/20  75/65/20

476 919
644 1244

821 1584

TEH200-2
2030
98
1,29

Output Output
55/45/20  75/65/20

635 1225
859 1658

1094 2112

D = Depth in mm

D = Depth in mm

TEH120
1230
98
1,29

Ex n = Exponent n
Output Output
55/45/20  75/65/20
214 413

299 578

385 744

TEH170
1730
98
1,29

Ex n = Exponent n

Output Output
55/45/20  75/65/20

303 585
425 820
546 1054

Ex n = Exponent n

TEH120-2
1230
98
1,29

Output Output
55/45/20  75/65/20

381 735
515 995

656 1267

TEH170-2
1730
98
1,29

Output Output
55/45/20  75/65/20

589 1041
730 1409
930 1795






